
BEFORE YOU BEGIN
All information is based on the latest product 
information available at the time of publication.   
Kohler Co. reserves the right to make changes in 
product characteristics, packaging, or availability at 
any time without notice. 
Please leave these instructions for the consumer. 
They contain important information.
NOTES:
1. Flush the water supply pipes thoroughly to remove 
debris.
2. Recommended working pressures: 2~5bar.
3. The highest working pressure for showerhead is 0.5 
MPa(5 bar). If it exceeds 0.5MPa(5 bar), a pressure 
reducer is needed. The highest water and 
environment temperature is 60°C. Please keep 
showerhead away from heater, or it may become 
damaged and cause injury to the user.
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37268X    หัวฝักบัวก้านแข็งติดเพดาน
37269X    หัวฝักบัวก้านแข็งแบบติดผนัง

ก่อนเริ�มการตดิตั �ง

 
INSTALLATION INSTRUCTIONS 
ขอแนะนําการติดตั้ง Showerhead

ระยะการตดิตั �ง ROUGH-IN DIMENSIONS
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มาตรฐานผลิตภัณฑ์ STANDARD APPLICABLE
สุขภัณฑ์ผลิตภายใต้มาตรฐานผลิตภัณ์อุตสาหกรรม (มอก.) Special model meets or exceeds the following at date 

of manufacture: TIS 

การรับประกันสินค้า LIMITED WARRANTY
Kohler (Thailand) Public Company Limited warrants to the original 
products, which are purchased from authorized distributors and dealers 
within Kingdom of Thailand only, to be free of defects in material and 
workmanship.

Within the below mentioned periods from the date of purchase, 
Kohler(Thailand) Public Company Limited will at its election, repair, 
replace or make appropriate adjustment where company’s inspection 
disclose any such defect occurring in normal usage and maintenance but 
is not responsible for labor charges, removal charges, installation, or 
other incidental or consequential costs. In no event shall the liability of 
Kohler(Thailand) Public Company Limited exceed the purchase price 
of the product. This warranty applies only to Kohler Faucets installed in 
Thailand. 
    • Ceramic  Valve(leak/drip) 
        - Lifetime Limited Warranty* for residential use  
        - and Five (5) Years for commercial use
    • Finish                                    Five(5) Years 
    • Fitting                                    Five(5) Years
    • Automatic faucet                   One(1) Year
    • Hygiene spray(leak/drip        Five(5) Years for selected models
      from hygiene spray body)      only
    • Shower                                  Five(5) Years 
    • Bathroom accessories           Five(5)  Years 
This limited warranty DOES NOT COVER the defect or damage caused by 
accident, natural disasters such as fire, flood, or earthquake, misuse or 
abuse of products. Improper care and cleaning will avoid the warranty. 
Consumers are responsible for the cost of service parts and service fee 
for such cases. 

To ensure continuous product quality and performance, as well as 
product durability and lifetime, without any damage to the product, 
consumers should purchase and use only genuine service parts and 
after-sales services from Kohler (Thailand) Public Company Limited or 
company’s authorized service centers, distributors, or dealers only. 

*KOHLER®   Faucet Lifetime Limited Warranty

Kohler (Thailand) warrants its faucets manufactured after January 1, 
1997, to be leak and drip free during normal residential use for as long as the 
original consumer purchaser owns his or her home. If the faucet should 
leak or drip during normal use, Kohler (Thailand) will, free of charge; 
replace the new cartridge necessary to put the faucet in good working 
condition.

Kohler (Thailand) also warrants all other aspects of the faucet or 
accessories (“Faucet”)**to be free of defects in material and workmanship 
during normal residential use for as long as the original consumer 
purchaser owns his or her home. If a defect is found in normal residential 
use, Kohler (Thailand) will, at its election, repair, provide a replacement 
part or product, or make appropriate adjustment. Damage to a product 
caused by accident, misuse, or abuse is not covered by this warranty. 
Improper care and cleaning will also void the warranty.

Proof of purchase (original sales receipt) must be provided to 
Kohler(Thailand) with all warranty claims. Kohler (Thailand) is not 
responsible for labor charges, installation, or other incidental or                      
consequential costs. In no event shall the liability of Kohler (Thailand) 
exceed the purchase price of the Faucet. 

Important: Never use cleaners containing abrasive cleansers, ammonia, 
bleach, acids, waxes, alcohol, solvents or other products not 
recommended for chrome. This will void the warranty. 

To obtain warranty service, please contact your dealers or contact the 
KOHLER (Thailand) Call Center, together with proof of purchase at;

Call Center 

KOHLER (Thailand) Public Company Limited
16th Floor, Jasmine City Building
2 Soi Sukhumvit 23, Sukhumvit Road,
Wattana, Bangkok 10110 
Tel:  02204-6222 
Email: callcenterthailand@kohler.com

COPYRIGHT ©2018 BY KOHLER (THAILAND) PUBLIC COMPANY 
LIMITED 

หัวฝกบัวกานแข็ง รุน แอรฟอยล

ข้อมลูในคูมื่อนี �มาจากข้อมลูผลติภณัฑ์ลา่สดุที�มีอยูใ่นชว่งเวลา
การจดัพิมพ์บริษัทฯขอสงวนสทิธิ�ในการเปลี�ยนแปลงข้อมลู
ผลติภณัฑ์ บรรจภุณัฑ์ที�มีอยูโ่ดยมิต้องแจ้งให้ทราบลว่งหน้า

คูมื่อนี �มีข้อมลูสําคญั โปรดมอบเอกสารให้กบัเจ้าของผลติภณัฑ์

ข้อสังเกต:
1. ปิดวาล์วนํ �าทําความสะอาดทอ่นํ �าดี เพื�อขจดัเศษสิ�งสกปรก

 ตา่งๆ
2. แนะนําคา่แรงดนันํ �าที�เหมาะสม: 2 ถงึ 5 บาร์
3. แรงดนันํ �าสงูสดุสําหรับหวัฝักบวัคือ 0.5 เมกะปาสคาล (5 บาร์)

 หากมากกวา่ 0.5 เมกะปาสคาล ต้องใช้ตวัลดแรงดนันํ �า
 อณุหภมิูนํ �าสงูสดุที� 60°C โปรดเก็บฝักบวัให้หา่งจาก
 เครื�องทําความร้อนซึ�งอาจทําให้ฝักบวัเสียหายหรือผู้ใช้งาน
 ได้รับบาดเจ็บ

G1/2˝

G1/2˝

11
0

*ขนาดระยะแสดงค่าโ ยประมาณ
  *หน่วย: มม.
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INSTALLATION

                                                                             
     1170831-X2-C                                                                                                                                                    3     

For 37268X

To perform installation, installer must 
provide G1/2″ water supply nipple(1). 

NOTE: The supply nipple should be not 
beyond, but below the finished wall less 
than 10mm, and be vertical with finished 
wall as well.

Remove the G1/2″ connector kit(2) from 
the showerhead, and tighten the G1/2″ 
connector kit to the G1/2″ water supply 
nipple with a 6mm hex wrench. If 
needed, apply tape or thread sealant to 
the connector threads, and install the 
showerhead(3). Tighten the 
showerhead make sure it against the 
wall.

NOTE: Keep the showerhead vertical to 
the connector, to invoid damaging the 
o-rings(4) on the connector.

For 37269X   

To perform installation, installer must 
provide G1/2″ water supply nipple. Drill 
four holes as anchor(5) diameter on the 
location should be below the vertical 
finished wall less than 48~58mm, and 
be level with the finished wall as well 
according to rough-in dimensions. 

NOTE: Ensure the line connecting the 
centers of two level anchor holes level, 
and the line connecting the centers of 
two vertical anchor holes vertical. 

Connect the supplies and the seat(8). 
Press the anchors into the holes. 
Secure the seat by the self-tapping 
screws(6) with the washers(7).  

NOTE: The out surface of the finished 
wall should be between the MAX and 
MIN marks on the protector(9) as Fig.1 
shown. 

Loosen the screws on the protector with 
a cross screwdriver, and remove the 
protector. Install the filter washer(10), 
and tighten the connector kits(11) onto 
the seat with a 10mm hex wrench as 
Fig.2 shown. Tighten the studs(12) onto 
the seat with a wrench.
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Fig.2

Fig.1

Slide the showerhead(13) onto the connector kits and 
the studs till it is against the wall. Slide the wash-
ers(14, 15) onto the studs from the top of the shower-
head, and thread the nuts(16) onto the studs by hand, 
but don’t overtighten. Keep the spout kit 
horizontally, and tighten the nuts with a wrench to 
secure the showerhead. Fit the cover(17).    

CARE AND CLEANING 
For best results, keep the following in mind when 
caring for your product: 
    Always test your cleaning solution on an 
    inconspicuous area before applying to the entire
    surface.  
    Wipe surfaces clean and rinse completely with
    water immediately after applying cleaner. Rinse and
    dry any overspray that lands on nearby surfaces.       
    Do not allow cleaners to soak on surfaces.
    Use a soft, dampened sponge or cloth. Never use
    an abrasive material such as a brush or scouring
    pad to clean surfaces.
• The ideal cleaning technique is to rinse thoroughly
    and blot dry any water from the surface after each 
    use. 

•  

•

••

การดูแลรักษาและทําความสะอาด

เพื�อการดแูลรักษาและทําความสะอาดผลติภณัฑ์ของทา่น
อยา่งมีประสทิธิภาพ โปรดปฏิบตัติามคําแนะนําดงันี �

• ทดสอบนํ �ายาทําความสะอาดกบัพื �นผิวผลติภณัฑ์ในบริเวณ
ที�ไมเ่ป็นที�สงัเกตก่อนใช้นํ �ายาทําความสะอาด

• หลงัจากที�ใช้นํ �ายาทําความสะอาด เช็ดทําความสะอาดและ
 ล้างนํ �าออกทนัที จากนั �นเช็ดให้แห้ง

• ห้ามแชนํ่ �ายาทําความสะอาดบนพื �นผิวผลติภณัฑ์

• ใช้ฟองนํ �าหรือผ้านุม่ทําความสะอาดพื �นผิวผลติภณัฑ์ 
ห้ามใช้วสัดหุยาบ เชน่ แปรงหรือแผน่ขดั

• ข้อแนะนําในการดแูลพื �นผิวผลติภณัฑ์คือ ล้างนํ �าสะอาดให้ทั�ว
และเช็ดคราบนํ �าบนพื �นผิวผลติภณัฑ์หลงัจากการใช้งานทกุครั �ง

การตดิตั �ง

สาํหรับรุ่น 37268X 

ให้เตรียมเกลียวทอ่ขนาด G1/ 2 นิ �ว
ก่อนการตดิตั �ง

ข้อสังเกต ขนาดเกลียวทอ่ไมค่วรเกินเพดาน 
แตค่วรตํ�ากวา่เพดานไมเ่กิน 10 มม. 
และอยูใ่นแนวเดียวกบัเพดาน

ถอดชดุข้อตอ่ขนาด G1/2 นิ �ว(2) 
ออกจากหวัฝักบวั และขนัข้อตอ่ G1/2 
นิ �ว เข้ากบัเกลียวทอ่ขนาด G1/2 นิ �ว 
ด้วยประแจแอลขนาด 6 มม. ใช้เทปพนัเกลียว 
หรือทาซลิโิคนรอบเกลียวข้อตอ่ในกรณีที�จําเป็น
จากนั �นให้ประกอบหวัฝักบวั 
ขนัหวัฝักบวัให้แนน่และให้แนใ่จวา่หวัฝักบวั
ตดิกบัเพดาน  
ข้อสังเกต หวัฝักบวัต้องอยูแ่นวเดียวกบัข้อตอ่
เพื�อป้องกนัไมใ่ห้โอริง(4) บนข้อตอ่ชํารุด

สาํหรับรุ่น 37269X 
ก่อนการตดิตั �ง ผู้ตดิตั �งต้องเตรียม
เกลียวทอ่ขนาด G1/2 นิ �ว
เจาะรูตามขนาดของพกุ(5) 
บนตําแหนง่โดยให้หา่งจากเพดานระหวา่ง 
45 ถงึ 58 มม. และต้องได้ระดบักบัผนงั 
ตามระยะการตดิตั �ง

ข้อสังเกต  ตรวจสอบให้แนใ่จวา่
เส้นระยะกึ�งกลางของรูพกุทั �งสองฝั�งขนานกนั
และอยูใ่นแนวเดียวกนั

ประกอบทอ่นํ �าและแทน่(8)
สวมพกุเข้ากบัรูเจาะจากนั �นยดึแทน่
ด้วยการสวมสกรู(6) และแหวนรอง(7)

ข้อสังเกต  พื �นผิวด้านนอกของผนงัต้องอยู่
ในระหวา่งเครื�องหมาย คา่มากสดุและคา่ตํ�าสดุ
บนฝาครอบ(9) ตามภาพแสดงที� 1

คลายสกรูบนฝาครอบออกด้วยไขควง 
และถอดฝาครอบออกจากให้ประกอบ
แหวนกรอง(10) และขนัชดุข้อตอ่(11) 
บนแทน่ด้วยประแจแอลขนาด 10 มม. 
ตามภาพแสดงที� 2 จากนั �นขนัสลกัเกลียว(12)
เข้ากบัแทน่ด้วยประแจ

สวมหวัฝักบวั(13) เข้ากบัชดุข้อตอ่
และสลกัเกลียวจนกระทั�งชิดกบัผนงั สวมแหวนรอง(14, 15) 
เข้ากบัสลกัเกลียวจากด้านบน
ของหวัฝักบวั จากนั �นขนันอต(16) บนสลกัเกลียวด้วยมือ 
โดยไมต้่องขนัแนน่เกินไป ปรับชดุหวัก๊อกให้อยูใ่นแนวตรง 
จากนั �นขนันอตด้วยประแจเพื�อยดึหวัฝักบวัให้แนน่ 
จากนั �นประกอบฝาครอบ(17)




