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ACCESSORY INSTALLATION INSTRUCTIONS ﬂ ULY
BERG ZERAS Accessories
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9315T 24" G B YIS
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All information is based on the latest product
information available at the time of publication. Kohler
Co. reserves the right to make changes in product
characteristics, packaging, or availability at any time
without notice.

Please leave these instructions for the consumer.
They contain important information.
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EREM: NOTE:

AP SO K e B T 2 B oK B T 2, AR These products should be located and mounted
A FETH BT BE S 7= RS to a wall. While it is possible to mount them to any

surface, a stud or concrete mounted product will yield
the best results.

DANGER: (Risk of personal injury)

These products are not designed or intended for use
as a grab bar or support bar. Do not install any

of these products in any area where they are likely

to be used inadvertently as a grab bar or support bar.
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INSTALLATION

LERGERRE

INSTALLATION CHECKOUT
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Ensure that all connections are tightened.
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CLEANING INSTRUCTIONS

AT 223 e How To Install The Bracket
FF9314T/9315T Only For 9314T/9315T
& &

wnEFig. 1 s, 6 B S AE E4R — As Fig.1 shown, Select a location on
— £ o ERE ERAR,  BAR K 51 F9314T/0315T the vertical wall to stick the templet,
. IRIEK EEAE L Fig.1 ensure the templet level. Drill holes in

the finished wall as required.
A TF9317T Only For 9317T

e

ERBEMGEE A F, SR EEW Bulge Select a location on the vertical wall to
BB T 22 R P install the bracket.
EIFig 2T, 7EHRE ERRICIKIE(T) A As Fig.2 shown, Mark anchor(1)
AL E, W (B) P 2 R ALK DU Te317T mounting hole locations on wall as
o KRR 22 E 4L Fig.2 shown, ensure two screw holes of

bracket(3) are level. Drill holes in the

finished wall as required.
XHF R ) 1 For All Products

e

WK ZE(1)ZENFLA, FHE ZCET (2) [ @ Press the anchor(1) into the holes.
JEOHA(3),  FEBA IR B ) T R EA 2 \N secure the bracket(3) with the

self-tapping screws(2), make sure the

bulge on the bracket upwards.
W] R E AT , How To Install The Towel Bar
W B T AF AT () O IE 2 A 2 1) JiC 2 (3) 3 ;56/ Slide the extension of towel bar kit(6)
b, REREREATIEET LI R, FS ’@/ ., ontothe bracket(3). Orient the screw
MIRTF (B)BUE 24T (4), BEEBMFH —6 hole of the extension downwards.
14, 4 5  Tighten the screw(4) with the hex

wrench(5) to secure the towel bar kit.
T BB YR & How To Install The Glass Shelf

e

B B W) B (7)) E B AT 25 3 @ Slide the extension of glass shelf kit(7)
JE() L, ARFFIERATPIEET FLA R, =7 ©=——4  onto the bracket(3). Orient the screw
HIZSARTF(B)BURIRET (4), B 4, Ls hole of the extension downwards.
ARG Tighten the screw(4) with the hex

wrench(5) to secure the towel bar kit.
] XA How To Install The Double

e s Robe Hook
SN
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B URET (4) ] 72 XA o
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Slide the double robe hook kit(8) onto
the bracket(3). Orient the screw hole of
the double robe hook downwards.
Tighten the screw(4) with the hex
wrench(5) to secure the double robe
hook.
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All Finishes: Clean the finish with mild soap and warm
water. Wipe entire surface completely dry with a clean
soft cloth. Many cleaners may contain chemicals, such
as ammonia, chlorine, toilet cleaner etc. Which could
adversely affect the finish and are not recommended
for cleaning.

Do not use abrasive cleaners or solvents on Kohler
faucets and fittings.
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