
1431524-X2-A ©2020 Kohler Co.

INSTALLATION INSTRUCTIONS
ข้อแนะน�ำกำรติดตั้ง

ก๊อกผสมอ่ำงล้ำงหน้ำรูเดี่ยวแบบก้ำนโยก

รุ่น ทอธ

TAUT
SINGLE LEVER LAVATORY FAUCET

74013X-4A    ก๊อกผสมอ่างล้างหน้ารูเดี่ยวแบบก้านโยก

74026X-4A    ก๊อกผสมอ่างล้างหน้าทรงสูงรูเดี่ยวแบบก้านโยก

ก่อนเริ่มการติดตั้ง Before You Begin

การใช้งานมือบิด Handle Operation

มาตรฐานผลิตภัณฑ์ Standard Applicable

All information is based on the latest product information avail-
able at the time of publication. Kohler Co. reserves
the right to make changes in product characteristics, packaging, 
or availability at any time without notice.

Please leave these instructions for the consumer. They contain 
important information.

NOTES:
1. Flush the water supply pipes thoroughly to remove debris.
2. If possible, install this faucet before installing the lavatory.
3. Inspect the supply tubing for damage and leakage. Replace 

and maintain as necessary.
4. Observe local plumbing codes.
5. Shut off the water supplies to the fitting.

ข้อมูลในคู่มือนี้มาจากข้อมูลผลิตภัณฑ์ล่าสุดที่มีอยู่ในช่วงเวลาการ

จัดพิมพ์ บริษัทฯขอสงวนสิทธิ์ในการเปลี่ยนแปลงข้อมูลผลิตภัณฑ์
บรรจุภัณฑ์ที่มีอยู่โดยมิต้องแจ้งให้ทราบล่วงหน้า
คู่มือนี้มีข้อมูลสำาคัญ โปรดมอบเอกสารให้กับเจ้าของผลิตภัณฑ์
ข้อสังเกต:
1. เปิดวาล์วน้ำาทำาความสะอาดท่อน้ำาดีเพื่อขจัดเศษสิ่งสกปรก
2. หากเป็นไปได้ให้ติดตั้งก๊อกน้ำาก่อนการติดตั้งอ่างล้างหน้า
3. ตรวจสอบความเสียหายและรอยรั่วซึมบนท่อน้ำาประปา เปลี่ยน

และซ่อมแซมหากจำาเป็น
4. ตรวจสอบระบบสุขาภิบาล
5. ปิดวาล์วน้ำาดีก่อนจะดำาเนินการติดตั้งผลิตภัณฑ์

คอ่ยๆยกมือบดิก้านโยกขึน้ หมนุตามเข็มนาฟิกาเพ่ือเปิดนำา้ร้อน และ

หมนุทวนเข็มนาฟิกาเพ่ือเปิดนำา้เยน็

ผลติภณัฑ์ภายใต้มาตรฐานผลติภณัฑ์อตุสาหกรรม (มอก.)

Lift handle gently. Turn clockwise for hot water, turn counter-
clockwise for cold water.

Special model meets or exceeds the following at date of manu-
facture: TIS
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ระยะการติดตั้ง Rough-in Dimension
Dimension are approximate.
Unit: mm
ขนาดระยะแสดงค่าโดยประมาณ
หน่วย มม.
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Installation / ข้อแนะนำาการติดตั้ง

How to Install the Spout

Only for 74013X-4A
Install the mounting stud(1) onto the bottom of 
faucet. Insert lift rod(4) to the hole at the rear of 
the body.Put O-ring(2) into the underside groove 
of faucet body through the hoses(7), lift rod and 
mounting stud.

Insert the faucet assembly into the lavatory hole. 
Position the faucet. From underside of the lavatory, 
place the bracket(5, Rubber washer is on the top) 
onto the mounting stud, and tighten the nut(6) to 
secure the faucet.

Attach the hoses to water supplies. When facing 
frontof the faucet , the left hose connects to hot 
water, the right hose with "COLD" label connects to 
cold water.

Only for 74026X-4A
Put O-ring(2) onto the backside of base(3). Install 
the base into the underside groove of faucet body.

วธีิตดิตัง้ก๊อกนำา้
สำาหรับร่่น 74013X-4A
ประกอบสลกัเกลียว (1) เข้ากบัฐานก๊อก สวมก้านยก
 (4) เข้ากบัรูด้านหลงัของก๊อกนำา้ สวมโอริง (2) เข้าไป
ในร่องด้านใต้ของก๊อกนำา้ผา่นสายนำา้ดี (7) ก้านยกและ
สลกัเกลียว

สวมก๊อกนำา้เข้ากบัอา่งล้างหน้า จดัตำาแหนง่ก๊อกนำา้ จาก
นัน้สวมแหวนรองรูปเกือกม้า (5, แหวนรองยางอยูด้่าน
บน) เข้ากบัสลกัเกลียวจากด้านใต้ของอา่งล้างหน้า แล้ว
ขนันอต (6) ให้แนน่เพ่ือยดึก๊อกนำา้

ประกอบสายนำา้ดีเข้ากบัทอ่นำา้เข้า เม่ือหนัหน้าเข้าหา
ก๊อกนำา้ให้ประกอบสายนำา้ดีด้านซ้ายเข้ากบัทอ่นำา้ร้อน
 และประกอบสายนำา้ดีด้านขวาท่ีมีปา้ย “COLD” กำากบั
เข้ากบัทอ่นำา้เย็น

สำาหรับร่่น 74026X-4A
สวมโอริง(2) เข้าไปท่ีด้านหลงัของแหวนรอง(3) สวม
แหวนรองเข้ากบัร่องด้านใต้ก๊อกนำา้
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วธีิตดิตัง้สะดอือ่าง
ถอดตวัอดุสะดืออา่ง (11), หน้าแปลน (8) และแหวนรอง 
(9) ออกจากสะดืออา่ง (10) สวมสะดืออา่งจากด้านใต้
ของอา่งล้างหน้า โดยให้รูก้านโยกสะดืออา่ง (14) หนัไป
ด้านหลงั ขนัหน้าแปลนและแหวนรองเข้ากบัสะดืออา่ง 
จากนัน้ใช้มือขนันอตยดึสะดืออา่ง (13) ให้แนน่จากด้าน
ใต้ของอา่งล้างหน้า

ข้อสังเกต: หากจำาเป็นให้ทาซลิโิคนท่ีใต้หน้าแปลนสะดือ
อา่ง (8) แทนการใช้แหวนรอง (9)

สวมตวัอดุสะดืออา่ง (11) เข้ากบัสะดืออา่ง โดยจดั
ตำาแหนง่ให้รูของตวัอดุสะดืออา่ง (12) ตรงกบัรูก้านโยก
สะดืออา่ง
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How to Install the Drain

Remove stopper(11), flange(8) and washer(9) 
from drain body(10). Insert drain body kit into the 
lavatory from underside, and make sure the drain 
lever hole(14) facing to the back of the lavatory. 
Screw the flange with washer into the drain body. 
Tighten the locknut(13) by hand from the underside 
of the lavatory.

NOTE: If needed, apply a ring of plumbers putty
around the underside of the drain flange(8), in-
stead of using washer(9).

Place stopper(11) into drain body aligning the flat 
side of stopper hole(12) with the drain lever hole.
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Remove the retaining nut(16). Fit the plastic
washer(17) and retaining nut onto the ball 
lever(18). Insert the ball lever assembly into the 
drain lever hole and through the stopper hole. 
Tighten the retaining nut.

Be sure that the ball lever(18) points to the back 
of the lavatory, tighten the locknut(15) on the drain 
body by wrench.

NOTE: Do not reposition the drain if plumbers 
putty applied after the locknut is tightened, or 
you may break the putty seal. Wipe away excess 
plumbers putty.

Assemble thumb screw(20) to link(21), and link 
onto ball lever(18) with ‘V’-clip(19). Slide lift rod(4) 
into the hole in link.

Push the ball lever down to the open position, and
adjust the lift rod. Tighten thumb screw(20).

ถอดนอตยดึ (16) จากนัน้ประกอบแหวนรองพลาสตกิ 
(17) และนอตยดึเข้ากบัก้านกระดก (18) สวมก้าน
กระดกเข้ากบัรูก้านโยกสะดืออา่งผา่นรูตวัอดุสะดืออา่ง 
จากนัน้ขนันอตให้แนน่

ตรวจสอบให้แนใ่จวา่ ก้านกระดก (18) ชีไ้ปท่ีด้านหลงั
อา่งล้างหน้า จากนัน้ขนันอตยดึสะดืออา่ง (15) ให้แนน่
ด้วยประแจ

ข้อสังเกต: ห้ามเปลี่ยนตำาแหนง่สะดืออา่งหลงัจาก
ขนันอตจนแนน่แล้ว เพราะอาจทำาให้ซลิโิคนแตก เช็ด
ทำาความสะอาดซลิโิคนสว่นเกินออก

ประกอบสกรู (20) เข้ากบัแกนข้อตอ่สะดืออา่ง (21) จาก
นัน้ประกอบแกนข้อตอ่สะดืออา่งเข้ากบัก้านกระดก (18) 
ด้วยคลปิรูปตวั “V” (19) สวมก้านยก (4) เข้ากบัรูแกนข้อ
ตอ่สะดืออา่ง

กดก้านกระดกให้อยูใ่นตำาแหนง่เปิด จากนัน้ปรับก้านยก
แล้วขนัสกรู (20) ให้แนน่
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Installation Checkout / ทดสอบการติดตั้ง

Cleaning Instructions / การดูแลรักษาและทำาความสะอาด

22

ตรวจสอบให้แนใ่จวา่ ขนัข้อตอ่ทกุตวัจนแนน่และมือบดิ
ก้านโยกอยูใ่นตำาแหนง่ปิด เปิดวาล์วนำา้เพ่ือตรวจสอบ
การร่ัวซมึ ซอ่มแซมหากจำาเป็น

ถอดปากก๊อก (22) ด้วยเหรียญ เปิดก๊อกนำา้ทัง้นำา้ร้อน
และนำา้เยน็ ทิง้ไว้สกัครู่ เพ่ือล้างขจดัสิง่สกปรกออก ตรวจ
สอบการร่ัวซมึ ซอ่มแซมหากจำาเป็น 
ขจดัสิง่สกปรกออกจากปากก๊อก ปิดก๊อกนำา้ จากนัน้
ประกอบปากก๊อกกลบัเข้าตำาแหนง่เดมิ

สำาหรับทกุพืน้ผิว: ทำาความสะอาดด้วยนำา้สบูอ่อ่นๆ ล้างทำาความสะอาด และเช็ดให้แห้งด้วยผ้านุม่ ผลติภณัฑ์
ทำาความสะอาดอาจจะมีสว่นผสมของสารเคมี เชน่ แอมโมเนีย, คลอไรด์, ผลติภณัฑ์ทำาความสะอาดห้องนำา้ ซึง่
อาจจะเกิดความเสียหายกบัพืน้ผิวผลติภณัฑ์ได้จงึไมแ่นะนำาให้ใช้ในการทำาความสะอาด

ห้ามใช้ผลติภณัฑ์ทำาความสะอาดท่ีมีฤทธ์ิกดักร่อน

Ensure that all connections are tight. Ensure that 
the handle is in the off position. Turn on the drain 
and main water supply, and check for leaks. Repair 
as needed.

Remove the aerator(22) by coin. Turn on the 
faucet.
Run hot and cold water through the spout for about
one minute to remove any debris. Remove debris 
from the aerator. Shut off the faucet and reinstall 
the aerator.

All Finishes: Clean the finish with mild soap and warm water. Wipe entire surface completely dry 
with clean soft cloth. Many cleaners may contain chemicals, such as ammonia, chlorine, toilet 
cleaner etc, which could adversely affect the finish and are not recommended for cleaning.

Do not use abrasive cleaners or solvents on Kohler faucets and fittings.
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Kohler (Thailand) Public Company Limited warrants to the original 
products, which are purchased from authorized distributors and dealers 
within Kingdom of Thailand only, to be free of defects in material and 
workmanship.

Within the below mentioned periods from the date of purchase, 
Kohler(Thailand) Public Company Limited will at its election, repair, 
replace or make appropriate adjustment where company’s inspection 
disclose any such defect occurring in normal usage and maintenance 
but is not responsible for labor charges, removal charges, installation, 
or other incidental or consequential costs. In no event shall the liability of 
Kohler(Thailand) Public Company Limited exceed the purchase price 
of the product. This warranty applies only to Kohler Faucets installed in 
Thailand. 
    • Ceramic  Valve(leak/drip) 
        - Lifetime Limited Warranty* for residential use  
        - and Five (5) Years for commercial use
    • Finish                                    Five(5) Years 
    • Fitting                                    Five(5) Years
    • Automatic faucet                   One(1) Year
    • Hygiene spray(leak/drip        Five(5) Years for selected models
      from hygiene spray body)      only
    • Shower                                  Five(5) Years 
    • Bathroom accessories          Five(5) Years 
This limited warranty DOES NOT COVER the defect or damage caused 
by accident, natural disasters such as fire, flood, or earthquake, misuse 
or abuse of products. Improper care and cleaning will avoid the warranty. 
Consumers are responsible for the cost of service parts and service 
fee for such cases. 

To ensure continuous product quality and performance, as well as 
product durability and lifetime, without any damage to the product, 
consumers should purchase and use only genuine service parts and 
after-sales services from Kohler (Thailand) Public Company Limited or 
company’s authorized service centers, distributors, or dealers only. 

*KOHLER®   Faucet Lifetime Limited Warranty

Kohler (Thailand) warrants its faucets manufactured after January 1, 
1997, to be leak and drip free during normal residential use for as long as 
the original consumer purchaser owns his or her home. If the faucet 
should leak or drip during normal use, Kohler (Thailand) will, free of 
charge; replace the new cartridge necessary to put the faucet in good 
working condition.

Kohler (Thailand) also warrants all other aspects of the faucet or 
accessories (“Faucet”)**to be free of defects in material and workmanship 
during normal residential use for as long as the original consumer 
purchaser owns his or her home. If a defect is found in normal residential 
use, Kohler (Thailand) will, at its election, repair, provide a replacement 
part or product, or make appropriate adjustment. Damage to a product 
caused by accident, misuse, or abuse is not covered by this warranty. 
Improper care and cleaning will also void the warranty.

Proof of purchase (original sales receipt) must be provided to 
Kohler(Thailand) with all warranty claims. Kohler (Thailand) is not respon-
sible for labor charges, installation, or other incidental or consequential 
costs. In no event shall the liability of Kohler (Thailand) exceed the 
purchase price of the Faucet. 

Important: Never use cleaners containing abrasive cleansers, ammonia, 
bleach, acids, waxes, alcohol, solvents or other products not recom-
mended for chrome. This will void the warranty. 

To obtain warranty service, please contact your dealers or contact the 
KOHLER (Thailand) Call Center, together with proof of purchase at;

Call Center 

KOHLER (Thailand) Public Company Limited
16th Floor, Jasmine City Building
2 Soi Sukhumvit 23, Sukhumvit Road,
Wattana, Bangkok 10110 
Tel:  02700-9299
Email: callcenterthailand@kohler.com

COPYRIGHT ©2020 BY KOHLER (THAILAND) PUBLIC COMPANY 
LIMITED 

0-2700-9299

2563

การรับประกันสินค้า Limited Warranty



1431524-X2-A 8  Kohler Co.

SERVICE PARTS
อุปกรณ์ประกอบและอะไหล่

ก๊อกผสมอ่ำงล้ำงหน้ำรูเดี่ยวแบบก้ำนโยก

รุ่น ทอธ

TAUT
SINGLE LEVER LAVATORY FAUCET

74013X-4A     ก๊อกผสมอ่างล้างหน้ารูเดี่ยวแบบก้านโยก

74026X-4A     ก๊อกผสมอ่างล้างหน้าทรงสูงรูเดี่ยวแบบก้านโยก

SP833438
SP3008523

1413561-U**

1209778**

SP1388912

SP1196248

SP1209774

SP1226072 74013X-4A: SP1421437
74026X-4A: SP1421497

74013X-4A: SP1280659
74026X-4A: SP1280658

SP870817

SP1281228

SP1213964

SP1360096

SP1360095-U

SP1360096

SP880008**

SP880406

SP1121328**

SP880037

SP1412367

SP1080817


