
1036303-T01-A

K-
INSTALLATION INSTRUCTIONS

1491T/K-18922T/K-18401T

PILLOW

BEFORE YOU BEGINBEFORE YOU BEGIN

-1-

�

�

�

�

�

�

Please read these instructions carefully to

familiarize yourself with the required tools, materials,

and installation sequences. Follow the sections that

pertain to your particular installation. This will help

you avoid costly mistakes. In addition to proper

installation, read all operating and safety instructions.

All information is based on the latest product

information available at the time of publication.

Kohler China Ltd. reserves the right to make

changes in product characteristics, packaging, or

availability at any time without notice.

These instructions contain important care, cleaning,

and warranty information-please leave these

instructions for the consumer.
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Clean the bath surface to remove any soap film or
oils.
Two or three suction cups are located on the back of
the pillow. Place the pillow on a appropriate position
rear to the rear rim of the bath, in order to make
figure of the pillow fit to the surface of the bath, and
press firmly with the heel of your hand at the suction
cup locations.
Check to make sure that the pillow is attached firmly
to the bath.

For best attachment to the bath surface,
moisten the back surface of the pillow at the suction
cup locations. Detach the pillow by lifting it off the bath
surface.

Do not
submerge the pillow, or use it as a seat cushion.

NOTE:

CAUTION: Risk of product damage.
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Your new vinyl pillow can be routinely cleaned with mild
soap and water. Remove stubborn stains with cleaning
products recommended for vinyl.

Periodically use a vinyl treatment product to rejuvenate
the appearance of the vinyl skin.
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Plumbing Fixtures and Fittings Limited
One-year Warranty

Kohler plumbing fixtures and fittings are warranted to
be free of manufacturing defects.

This product is warranted for one year from date of
purchase. Kohler China will be responsible for any
problems caused by manufacturing defects provided
with the invoice. Kohler China will, at its election, repair,
replace or make appropriate adjustment where Kohler
China inspection discloses any such defects occurring
in normal usage within one year after purchase.

Implied warranties including that of merchantability and
fitness for a particular purpose are expressly limited in
duration to the duration of this warranty, Kohler China
disclaims any liability for special, incidental or
consequential damages. Damages to the product
caused by misuse, abuse and installation that is not in
accordance with the owner's manual are not covered
by this warranty.

To obtain quick warranty service, please contact your
dealer, or write to Kohler China. (Original sales receipt
must be provided as the proof of purchase.)

Kohler China Investment Company Ltd.
Central Customer Service Center
19/F, Shanghai Square, 138 Huai Hai
Road, Luwan District, Shanghai, PRC
Zip Code: 200021

This is our exclusive written warranty.

CARE AND CLEANING OF YOUR PILLOW
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