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Use these instructions for self-rimming and above-counter
installations. Please follow the instructions that apply to
your installation.

You can choose between a wall-mount or countertop
faucet installation, depending upon the setting and styling
you desire. We recommended a wall-mount faucet.

Observe local plumbing codes.

Prior to installation, unpack the new lavatory and carefully
inspect it for damage. Return the lavatory to its protective
carton until you are ready to install it.

All information in these instructions is based upon the
latest product information available at the time of
publication. Kohler China reserves the right to make
changes in product characteristics, packaging, or
availability at any time without notice.

These instructions contain import care, cleaning, and
warranty information please leave these instructions for
the consumer.

Follow only the instructions that apply to
your installation.
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ROUGHING-IN DIMENSIONSROUGHING-IN DIMENSIONS
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TOOLS AND MATERIALS REQUIRED

(NOT SUPPLIED)
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Cutout Template (supplied)

Safety glasses

Pencil

Scissors

Tape Measure

Hole Saw

Keyhole saw or saber saw

Drill (1/2" dia. Drill bit, or larger)

Screwdriver
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General

1. Make sure that the semi recessed basin is installed by a
competent installer.

2. Before installation carefully inspect the new fixture for any
signs of damage.

Install the Basin

1. Secure the installation template to
the counter and mark around the
template with a pencil.

2. Cut a hole in the countertop or facia
as required.

3. Coat the inside of the recess with a
suitable varnish in accordance with
the manufacturer instructions.

4. Install the services.
’s

Install the Basin

1. Fit the basin in position and mark
through the position of the fixing
holes.

If necessary, install a support
within the cabinet to drill the fixing
holes into.

2. Carefully remove the basin and drill
the fixing holes.

3. Fit the tap to the basin in
accordance with the manufacturer s
instructions.

The hot and cold water
supplies must be installed with
isolating valves.

Note!

Note!

’
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1.
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3.

INSTALLATION

Installation Template

Secure the Basin

4. Hold the basin in position and mark
the position of the brackets.
Remove the basin and drill the fixing
holes with a suitable drill and fit the
wall plugs.
Fit the brackets in position on the
wall and secure the screws.
Fit the basin in position making sue
that the holes in the bracket align
with the holes in the bottom of the
basin.
Install the matal expanders to
secure the basin in position. Do not
overtighten.

4.
0 -110 mm

Countertop

Metal Expander

Wall Plug
Screw Bracket
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5. Apply a thin continuous bead of
silicone sealant around the edges of
the basin.

Make sure that you
handle the basin with care.
Vitreous china can break or
chip if fittings are overtightened,
or if the product is handled
carelessly.

6. Tighten the nut to secure the basin
in position.

Caution!

7. Remove any excess silicone sealant
and fill any voids as required.

8. Allow the silicone sealant to cure for
at least 30 minutes before
proceeding with the installation.

9. Securely fix the cabinet into position.

5.

6.

7.

8. 30

9.

Apply Silicone Sealant

Finish the Installation

1. Install the drain in accordance with the manufacturer s
Instructions.

2. Connect the hot and cold water supplies.
3. Ensure that all the connections are tight.
4. Turn on the water supply and check for any leaks.

’ 1.

2.
3.
4.

IMPORTANT CONSUMER INFORMATIONIMPORTANT CONSUMER INFORMATION

CARE AND CLEANING

To keep your lavatory looking new, make sure you rinse it out

thoroughly after each use. DO NOT ABRASIVES on this

product, as they will scratch and ruin the surface. Stubborn

stains, paint, or tar can be removed with turpentine or paint

thinner.
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Plumbing Fixtures and Fittings Limited
One-year Warranty

Kohler plumbing fixtures and fittings are warranted to be free
of manufacturing defects.

This product is warranted for one year from date of purchase.
Kohler China will be responsible for any problems caused by
manufacturing defects provided with the invoice. Kohler
China will, at its election, repair, replace or make appropriate
adjustment where Kohler China inspection discloses any
such defects occurring in normal usage within one year after
purchase.

Implied warranties including that of merchantability and
fitness for a particular purpose are expressly limited in
duration to the duration of this warranty, Kohler China
disclaims any liability for special, incidental or consequential
damages. Damages to the product caused by misuse, abuse
and installation that is not in accordance with the owner's
manual are not covered by this warranty.

To obtain quick warranty service, please contact your dealer,
or write to Kohler China. (Original sales receipt must be
provided as the proof of purchase.)

Kohler China Investment Company Ltd.
Central Customer Service Center
19/F, Shanghai Square, 138 Huai Hai Road,
Luwan District, Shanghai, PRC
Zip Code: 200021

This is our exclusive written warranty.

( )LIMITED ONE-YEAR WARRANTY
(FOR CHINA MAINLAND ONLY)
LIMITED ONE-YEAR WARRANTY
(FOR CHINA MAINLAND ONLY)

Kohler plumbing fixtures and fittings are warranted to
be free of manufacturing defects.

To obtain warranty service, contact Kohler either
through your Dealer or Plumbing Contractor or by
writing Kohler Co., Attn: Consumer Affairs Department,
Kohler, WI 53044 U.S.A.

Some states do not allow limitations on how long an
implied warranty lasts or the exclusion or limitation of
incidental or consequential damages, so this limitation
and exclusion may not apply to you. This warranty
gives you specific legal rights. You may also have rights
which vary from state to state.

This is our exclusive written warranty.

Kohler Co., Kohler, Wisconsin 53044

Kohler Co. will, at its election repair, replace, or make
appropriate adjustment where Kohler Co. inspection
discloses any such defects occurring in normal usage
within one year after installation.

Co.

Kohler Co. is not
responsible for installation costs.

Implied warranties, including that of
merchantability and fitness for a particular purpose,
are expressly limited in duration to the duration of

this warranty. To the extent permitted by law,
Kohler Co. disclaims all implied warranties
including merchantability and fitness for a
particular purpose. Kohler Co. disclaims any
liability for special, incidental, or consequential
damages.

LIMITED ONE-YEAR WARRANTY (FOR ASIA, EXCLUDING CHINA MAINLAND)LIMITED ONE-YEAR WARRANTY (FOR ASIA, EXCLUDING CHINA MAINLAND)
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