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BEFORE YOU BEGIN

Observe all local plumbing and building codes.

Prior to installation, unpack the new lavatory and inspect it
for damage. Return the lavatory to its protective carton
until you are ready to install it.

These instructions are for installing the lavatory to wood
frame construction. For other installations, supply suitable
bracing and fastening devices of sufficient size and
strength.

The walls and floor must be square, plumb, and level.

& CAUTION: Lavatory must be installed with either the
pedestal or half pedestal. It must not be installed alone.
e Kohler lavatory is made according to American National
Standard that it can match the American lavatory fittings.
Any other lavatory fittings may not fit for kohler lavatory.
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(S) 254mm (Based on 305mm risers which may require cutting).
(T) Pop-up drain typically 346mm; grid drain typically 324mm.
Fixture dimensions are nominal and conform to tolerances in
ASME Standard A112.19.2M.
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TOOLS AND MATERIALS REQUIRED

(Not Supplied)

Level

Drill with assorted bits
14mm wrench

Tape measure
Framing square
Channel lock pliers

INSTALLATION

¢ Rough-in the supplies and the
drain piping.

NOTE: The supply stop handles
cannot extei more than 76mm from the
finish wall when in the open position.

¢ Install sufficient backing behind the
finish wall to provide a secure
material form the anchoring
devices.
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Gaskets

e Apply two self-adhesive gaskets 3‘3[}3,“('935& o i SIS AL s
(provided) to each of the three IR AL ° E{ﬁ;ﬁ(ﬁ%f& HISIUTHEAR ) = A~ 4 45
ridges in the bottom recess of the PP R C B TR L)
lavatory.

e Mark the centerline on the floor. o AEMuiE b i O ZARIT

o Position the pedestal on the floor DI VA 3y < AT AR NS Y VA i
centerline. Finish Wall

e Carefully set the lavatory on the
pedestal.

o Move the pedestal as required to
ensure proper fit in the desired
location.

e Level the lavatory. Add more self-
adhesive gaskets as needed to
level the lavatory.

NOTE: The lavatory must be suppo-
rted by the pedestal.

e Check the lavatory placement.

e Mark the center of each anchoring
hole on the wall, and mark the floor
through the hole in the pedestal
bottom.

e Carefully remove the lavatory from

the pedestal. Then move the
pedestal from the area.

1037279-T01-A

56 Tk

Pedestal

e VR

Mark Floor Here

FEMAE LT AR

Center Of
Anchoring Holes
AL

o NIRRT 2R ARSI AE o b
TN BINIAE,  PABRAR A B 4.

o VUL, WA, I

211 B B A2

ER: UL S S

o KAVLIH AR IR L.

o TENE LR RS 2R AL L i
B, RIS AE R AL, e
EAREHERC.

o NN SIAE ERS TP AL, PR
SEHEOT



o Drill a 6.3mm mounting hole at the o FEHLIARIC AL B — A~ 6.3mm) 4 ¢
mark on the floor, then drill two 0 fL, SR JE T S B AR D AL T A
6.3mm hanger bolt holes at the Hanger Bolts % 6.3mmi) B iRk 7L,
marks on the wall. R

e Mount hanger bolts to the wall so Finish Wall o R EHRIBMLRAN B, IS
approximately 32mm of each bolt 2 s it IEA PR A1 EE £932mm,
remains exposed. %

NOTE: Other fastening devices of ER: e A R R K

sufficient size and strength may also JEE R X R

be used.

e Install the faucet and drain to the o FHRHIE I 2 TR, KK RSk K HE
lavatory according to the I LA A

manufacturer’s instructions.

NOTE: Do not fully tighten slip-joint R SR shHE K LS R T A
drain connections at this time. .
e Position the pedestal mounting o BN AR AL HEHL I B AL

hole over the hole in the floor. Fﬁ%esta'

e Secure the pedestal to the floor
with the wood screw and washer.
Tighten the wood screw until it is
snug.

oo Serew o FARURET BB 37 b 5 AE RO A
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Washer
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& CAUTION: Risk of product & Iy BESBRZER., A2
damage. Do not overtighten. SRR EE AR, 7500 AT AR
Overtightening may cause T
damage to the product.

e Set the lavatory on the pedestal so o CRRVRI AT A b, R AR

the hanger bolts extend through Hanger Bolts SRR YT L £L

the lavatory holes. bR %\ Lavatory
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e Level the lavatory. ) o HPUEIAL.
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e Install the cap nuts and washers, - 32 [ HE, Fr

and tighten until snug. Emen el e

. Pedestal N o
& CAUTION: Risk of product Sk A iy BERRERZEBR., A%

R AR BRI, 5 AT AESRIR

damage. Do not overtighten

the cap nuts.Overtightening T
may cause damage to the
product.
e Connect and tighten the trap. o HRHE, AFREAET R HUK
Connect the hot and cold water ReB K4S 57K e ke

supplies to the faucet.

IMPORTANT CONSUMER INFORMATION  Fi P /5

CARE AND CLEANING PR EE

To keep your lavatory looking new, make sure you rinse it out RPRFERL AL R, TR OR R S SRR e, BYIA
thoroughly after each use. DO NOT USE ABRASIVES on this  E{RMEF R, PABG LRGSO BB A . WA wiEt. mEsim
product, as they will scratch and ruin the surface. Stubborn T, AT AR e T B AR R L .

stains, paint, or tar can be removed with turpentine or paint

thinner.
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