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BEFORE YOU BEGINBEFORE YOU BEGIN

ORDERING INFORMATION

This installation covers the following products in the

THISTLEDOWN range:

THISTLEDOWN Mirror.....................................K-2456T-F9 .....................................................K-2456T-F9

SAFETY: WARNINGS

Kohler products are precision engineered and should give
continued superior and safe performance, provided:

1. They are installed, commissioned, operated and
maintained in accordance with the recommendations given
in this Manual.

2. Periodic attention is given, as necessary, to maintain the
product in good functional order. Recommended guidelines
are given in the section.

Carefully inspect the new fixture for any signs of damage.

When installing Kohler Products, manufacturers guidelines for
power tool safety should be followed.
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Please read these instructions carefully to familiarize

yourself with the required tools, materials, and installation

sequences. Follow the sections that pertain to your

particular installation . This will help you avoid costly

mistakes. In addition to proper installation, read all

operating and safety instructions.

All information in these instructions is based upon the

latest product information available at the time of

publication. Kohler China Ltd. reserves the right to make

changes in product characteristics, packaging, or

availability at any time without notice.

These instructions contain important care, cleaning, and

warranty information-

Obey all electrical regulations in force at the time of

installation.

The mirror adopts top-grak pine wood and is processed

with delicate technic.

Mirrored cabinets are very heavy and should

not be lifted or installed by just one person.

please leave instructions for the

consumer.

Warning! Risk of personal injury and product

damage.
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ROUGHING-IN

UNIT : mm

TOOLS AND MATERIALS

INSTALLATION

Pre-Installed
Hanger

Hanger

Finished Wall

Mirror

Large side
of hanger
faces wall.

Measure distance
from center width
mark.

Hanger

Finished Wall
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Drill Tape Measure Pencil Safety Glasses Level
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Warn! Risk of product damage.

1. Many cleansers contain abrasive and chemical substance
which is not suitable for cleaning stainless steel, enamel,
plating or plastic products. You may use mild cleansers or
soaps to clean the surfaces. Wipe any splashes of cleaner
solutions from the surface with clean soft cloth.

2. Maintain ventilation in the bathroom, and separate the dry
area from the damp one if conditions permit. Try to open
the door and windows of the bathroom and maintain good
ventilation.

3. Kohler bathroom cabinet are dealt with strict procedures
for damp-proof, whose good damp-proof function ensures
good performance even in bathroom of huge humidity. Yet
do not splash and pour water directly on the bathroom
cabinet. Make sure that the bathroom is not over damp
and wipe any splashes from surfaces immediately.

4. Maintenance of door board: Clean and wipe door board
regularly, and wipe the condensation vapor with dry and
soft cloth.

5. Ensure that electrical connections for appliances such as
head lamp is insulated; wipe mirror surface with chamois
regularly to guarantee the persistent excellent performance.

6. Please do not sit, lean or step on the cabinet.

7. If any fixtures caused by abnormal reasons, Kohler China
can supply paid replacement for service parts caused by
abnormal reasons as shown in the next page in the limited
duration of warranty.
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USER MAINTENANCEUSER MAINTENANCE

INSTALL THE MIRROR

IMPORTANT!
Get assistance when determining the desired placement of
the mirror. One person should hold the mirror in place while
the other measures and marks the placement.
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Hold the mirror flush against the wall in the desired
position.
Mark the center width of the mirror on the top edge of the
mirror frame with a pencil.
Set the mirror aside.
Measure and mark 4-1/4 (108mm) down from the center
width mark. This mark is the center width for the hanger.
Hold the center of the hanger at the marked point for the
hanger. Make sure the largest side of the hanger is facing
against the wall, as illustrated.
Make sure the hanger is level, then drill through the pre-
drilled holes in the hanger. Use a drill bit that will
accommodate the size of the fasteners (not provided).
If the pre-drilled holes were not drilled into the wall studs,
insert anchors into the pre-drilled holes.
Secure the hanger to the wall with the fasteners.
Carefully hang the mirror on the wall so the pre-installed
mirror hanger is centered on the mounted hanger. The
hangers must interlock.
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THISTLEDOWN

SERVICE PARTS PAGE

MIRROR
K-2456T
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1102729
Screw 8 1"

1102728
Expanding Socket

1102730
Hanger

**
** Finish/Color code must be specified when ordering.
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