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RIM OF LAVATORY

CAST IRON SELF-RIMMING LAVATORY
/

CUT-OUT TEMPLATE / INSTALLATION INSTRUCTIONS

( )
IMPORTANT CONSUMER
INFORMATION (CARE AND
CLEANING)

To keep your lavatory looking new, make sure you rinse it
out thoroughly after each use. on this
product, as they will scratch and ruin the surface. Stubborn
stains, paint, or tar can be removed with turpentine or paint
thinner.

DO NOT ABRASIVES
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Install faucet and drain.

4
Drill pilot hole and cut the countertop opening.

5
Verify fit. Adjust cutout if needed.

6
Make drain connections.

7

8
Run water into the lavatory and check for leaks.

INSTALL LAVATORY

K-2885T-1/8
MAN’S LAV

TM

ROUGH-IN
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TOOLS AND MATERIALS
REQUIRED
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Template (supplied)

Sealant (may be supplied with some models)

Safety glasses

Pencil

Tape measure

Putty knife

Plumbers putty

Hacksaw

Keyhole saw or saber saw

Drill (13mm or 1/2" dia. drill bit or larger)

Adjustable wrench

Pipe wrench

Tubing cutter

BEFORE YOU BEGIN
NOTE
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Observe all local plumbing and building codes.

Inspect the waste and supply tubing; replace if
necessary.

Prior to installation, unpack the new lavatory and
carefully inspect it for damage. Return the lavatory to its
protective carton until you are ready to install it.

For replacement installations, make sure the existing
cutout is the same or smaller size as the new lavatory.

Use the template supplied with the lavatory to mark
correct size cutout.

Do not substitute another sealant if one is supplied with
this lavatory.

Unit: mm

CUT ALONG THIS LINE

WHEN PLOTTING TEMPLATE FULL SIZE:
Make sure horizontal and vertical
dimensions match the dimensions labeled
on the template.
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Recommended ADA Installation

Trace the cut-out.

Wipe away excess.

Connect supplies.

Verify cabinet clearance.

Cut along the inside line.

Apply Sealant.
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