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CUT ALONG THIS LINE

RIM OF LAVATORY INSTALLATION FLAT

RIM OF LAVATORY

REMOVE EXISTING

LAVATORY

INSTALL NEW LAVATORY
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Turn off the water supply to the faucet.

Open the faucet valves, then disconnect the

supply lines.

Disconnect the drain assembly and remove the

trap.

Remove the existing lavatory.

Cut the template on the cutout line.

Position the template on the countertop to ensure

clearance between the lavatory, faucet, and

backsplash.

Verify cabinet clearance beneath the countertop.

Trace the template on the countertop with a

pencil.

Re-check the clearance between the lavatory,

faucet, backsplash, and cabinet. Adjust the

template accordingly.

Drill a 13mm hole on the inside of the cutout

opening.

Cut the opening in the countertop along the

inside edge of the pencil line.

Temporaily position the lavatory in the opening,

and adjust to fit.

Large lavatories are very

heavy. Get help lifting the lavatory into place.

Trace a pencil line around the rim of lavatory

installation flat.

Remove the lavatory.

Install the faucet and drain according to the

manufacturers instructions.

Apply two beads of sealant to the inside of the

pencil line.

Do not substitute another sealant if one is

supplied with this lavatory.

Spread the sealant evenly with a putty knife.

Carefully position the lavatory in the cutout, and

press down firmly.

Large lavatories are very

heavy. Get help lifting the lavatory into place.

Immediately wipe away any excess sealant, and

fill any voids as needed.

Verify that the lavatory has not moved out of

position.

Allow the sealant to cure for at least 30 minutes

before proceeding.

Connect the faucet supply lines.

Connect the drain assembly.

Open the faucet valves, and check for leakage.

Clean up with a non-abrasive cleaner.
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CAUTION: Risk of personal injury or

product damage.

NOTE:

CAUTION: Risk of personal injury or

product damage.
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13mm

0 C
o

IMPORTANT CONSUMER

INFORMATION (CARE AND

CLEANING)

To keep your lavatory looking new, make sure you rinse it out

thoroughly after each use. on this
product, as they will scratch and ruin the surface. Stubborn
stains, paint, or tar can be removed with turpentine or paint
thinner.

Do not use the product in the water below 0 C.

DO NOT USE ABRASIVES

o

CAUTION: Please do not use hard materials (like
scouring pad) to clean product surface, especially the
product logo.

70 mm
Note: Before cutting countertop, allow handle clearance

Note: Make sure enough faucet installation clearance.
Adjust the clearance between Faucet and Lav according to
Faucet's and customer's requirement.

FINISHED WALL / BACK SPLASH
/

CENTERLINE OF FITTING
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BEFORE YOU BEGIN
Note: The lavatory shown in this guide may differ
from your actual product. The installation steps
still apply.

Observe all local plumbing and building codes.
Due to the nature of the installation, the
lavatories should be installed by trained and
experienced installers.
Do not use adhesives or adhesive sealants
with this product.
Inspect the waste and supply tubing; replace
if necessary.
Prior to installation, unpack the new lavatory
and inspect it for damage. Return the lavatory
to its protective carton until you are ready to
install it.
If possible, assemble the faucet and drain to
the lavatory before installing the lavatory.
For replacement installations, make sure the
existing cutout is the same or smaller size as
the new lavatory.
Kohler lavatory is made according to
American National Standard that it can match
the American lavatory fittings . Any other
lavatory fittings may not fit for kohler lavatory.
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( 13 (1/2") )
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TOOLS AND MATERIALS
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Sealant
Pencil
Tape measure
Sharp knife or scissors
Keyhole or saber saw
Drill (13mm(1/2") dia. drill bit or larger)
Safety glasses
Hammer
Rags or paper toweling

You may require different, more
specialized tools to install this lavatory to
countertop materials other than wood or wood
composites.

NOTE:

(Not Supplied)

ROUGHING-IN

Kohler reserves the right to change marked dimensions without prior notice.

UNIT: mmReference Value

Length Width Height Depth

Outer
550 375 180

Inner
5 130

550
275

187.5

375

105

180

327368

102 102

3/8" Cold
3/8"

1-1/4" OD
1-1/4"

3/8" Hot
3/8"

SERVICE PARTS

1074572-**
Overflow Cap

(-*) (-**)
Color code (-*) or finish (-**) must be specified when ordering.


