KOHLER.

BEFORE YOU BEGIN

Please read these instructions carefully to familiarize
yourself with the required tools, materials, and installation
sequences. Follow the sections that pertain to your
particular installation. This will help you avoid costly
mistakes. In addition to proper installation, read all
operating and safety instructions.

All information in these instructions is based upon the
latest product information available at the time of
publication. Kohler China. reserves the right to make
changes in product characteristics, packaging, or
availability at any time without notice.

These instructions contain important care, cleaning, and
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warranty information-please leave instructions for the AP IRE.
consumer.
Turn off the water supply. KHALK, )
The pluming installation must comply with Water Supply E’;IE?C:%M@ El’iﬂlﬁﬁ’ﬁ SHEK. B E H A5
Regulations/Bye-laws, Building Regulations or any e, EEREARDAESHL AN,
particular regulations and practices, specified by the local
water company or water undertakers. The installation
should be carried out by a plumber.
e Before installation carefully inspect the new fixture for any o LREZHI, (FHEEHTRHESHIRG.
signs of damage.
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IMPORTANT INFORMATION
AB CAUTION: Risk of personal injury or product
damage. Handle with care. Product can break, chip or
cause injury if handled carelessly. Get help lifting the
lavatory.
CAUTION: Risk of product damage. Do not
overtighten connections. Overtightening may break or
chip the lavatory or pedestal.

AN

o Inspect the drain piping and supply tubing; replace if
necessary.

e These instructions are for installing the lavatory to wood
frame construction. For other installations, supply suitable
bracing and fastening devices of sufficient size and
strength.

o If possible, assemble the drain and faucet to the lavatory
before installing the lavatory.

e Observe all local plumbing codes.
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o Kohler Co. reserves the right to make revisions in the o RPATREEI™ T 1§E1+E’~J7FX$IJ, THER TR,
design of products without notice, as specified in the Price
Book.
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INSTALLATION
1. Brace the Wall

Install the water supplies and drain piping according to the

roughing-in information.
Refer to Fig.2 for length and mounting height needed for

the 2x6 bracing.
Install sufficient backing behind the finished wall to

provide adequate support to secure the mounting
hardware.
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2. Mark the Mounting Holes

Mark the mounting hole locations on the wall.

Mark mounting hole locations.
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3. Install the Mounting Hardware 3. REZLREIMY

e Using the appropriate sized drill bit for your lag bolts, drill o FRHEHK/NMHL, TERIENIRCAUELSHE M
pilot holes at the two outermost marked locations. 7.
o Using a 10 mm drill bit, drill pilot holes at the two o EAIOMMEEL, AREENMCUELHERTL.

innermost marked locations.
e Install the anchors and hanger bolts in the two innermost o BEKERMNAREBRLZETREEMNANILAF.

hotes.
| 1 Drill pilot holes at the marked locations. | | 2 Install the anchors and hanger bolts. |
: FEFTFRC AR B SR AL AL : | REWKZLTDRER, :
[ N [
| | | |
| | |
' i . |
| |
|
| | I \I
| || 2 |
| -~

| | Anchor |
| X WHkR /\\ |
| | | Hanger Bolt |
[ Iy BRI [
S | S S S S S )
S N
| 3 Verify bolts are level. > |
| FEEREKTNE, y |
| ; |
| : |
: > |

|
| 7 |
| > |
| 7 , Hanger Bolts |
I B I
| ’ |
| ? |
o - 4

Fig.4
E4
4. Install the Lavatory 4. BERE
/I\ CAUTION: Risk of personal injury or product IR ASHERKRMSRBHRERE. RENRERR
damage. Get help lifting and installing the lavatory. BT Rt AFEBA.
o Lift the lavatory into position and guide the hanger bolts o KBRZWSZELUNE, BRRERTFIRE LHNRE
through the lavatory mounting holes. 7L

e Secure the lavatory with the spacer, washer and nut. Do o MER. REMNBLRRABE. BEVLERE.
not overtighten.
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5. Complete the Installation 5 FERRE
o Verify the lavatory is level. Make any adjustments as o BRAWEBEKFMNE.
needed.
e Secure the lavatory with the washers and lag bolts o TEEIEMZEALBEENERERZRE.

through the outermost mounting holes.

e Apply a thin bead of silicone sealant along the edge of the °
lavatory where it meets the wall. Immediately wipe away
any excess sealant.
Gently press the overflow cap into the lavatory overflow. °
If not already installed, install the faucet and drain to the
lavatory according to the manufacturer's instructions.

¢ Run water into the lavatory and check all connections for °
leaks.
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1 Verify level.
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3 Apply sealant.
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CARE AND CLEANING EIE RS
For best results, keep the following in mind when caring for HRREEFEARR, ERFEORE~RBE, HERUTIL
your KOHLER product: A

o WEAEREREAEENZE, BES QR b
3

o Always test your cleaning solution on an inconspicuous
area before applying to the entire surface.

Wipe surfaces clean and rinse completely with water °

immediately after applying cleaner. Rinse and dry any
overspray that lands on nearby surfaces.

Do not allow cleaners to soak on surfaces.

Use a soft, dampened sponge or cloth. Never use an
abrasive material such as a brush or scouring pad to
clean surfaces.

Be careful not to leave staining materials in contact with
the surface for extended periods of time.

The ideal cleaning technique is to rinse thoroughly and
blot dry any water from the surface after each use.

Do not use the product in the water below 0°C.
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