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K-5871T-2SD/K-8669T-2SD
RIVERBY

SELF-RIMMING ENAMELED CAST IRON SINK

CUT-OUT TEMPLATE / INSTALLATION INSTRUCTIONS
/
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�

�

�
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Observe all local plumbing and building codes.

Shut off the hot and cold water supplies.

Prior to installation, unpack the new sink and inspect it for

damage. Return the sink to its protective carton until you

are ready to install it.

Inspect the drain and supply tubing. Replace if necessary.

All information in these instructions is based on the latest

product information available at the time of publication.

Kohler china. reserves the right to make changes at any

time without notice.
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BEFORE YOU BEGIN INSTALL THE SINK

Trace the outline of the cutout template
on the countertop with a pencil at the
desired installation location.

Cut along the outline to cut out
the opening in the countertop

Cutout template

Cutout template outline

Countertop

Pilot Hole

3. Install the Faucet Fitting and Drain

� Install the faucet overflow pipe and strainer according to

the manufacturer s instructions.'

3.

�

Cutting Line

1. Preparation

WARNING:

� Cut along the line dedicated to the installation type as you

desire.

Risk of personal injury or property

damage. Cast iron sinks are very heavy. Get help

lifting the sink.

1.

�

CARE AND CLEANING

�

�

�

�

�

DO NOT use steel wool, abrasive sponge pads, wire

brushes, or metal scrapers to clean a Kohler kitchen sink.

DO NOT use high alkaline or strong acid cleaners.

For stubborn stains such as metal marks, abrasive

cleaners may be used sparingly. Follow cleaner

manufacturer instructions very carefully. Avoid soaking

dishes for long periods of time and refrain from leaving

coffee grounds and tea bags in the sink.

Keep your cast iron sink looking new by rinsing it out

thoroughly after each use.

DO NOT regularly use abrasives on enameled cast iron,

as this will eventually scratch and ruin the surface.

Stubborn paint stains or tar can be removed with

turpentine or paint thinner.
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�

�

�

� ( )

WHEN PLOTTING TEMPLATE FULL SIZE

Make sure horizontal and vertical dimensions

match the dimensions labeled on the template.

4. Install the Sink

A. Self-rimming Installation

�

�

To avoid countertop deformation, it is suggested to use

shelf suitable for the actual cabinet.

Clean the countertop, and carefully position the sink in the

countertop opening so the sink edges line up with the

pencil line or masking tape border.

Apply a thin , continuous bead of quality sealant around

the sink edges.

�

4.

A.

�

�

�

�

�

Position and trace the template on the countertop as per

directed on the

template.

Drill a 13mm pilot hole on the inside of the cut line. Cut

along the traced line.

line for undercounter installation

�

� 13mm

B. Undercounter Installation

�

�

�

As the shelf is installed from side to side, determine the

side-to-side length of the inside of the cabinet.

If necessary, cut the railshelf rails up to 1/2" (13 mm) less

than the determined length.

Consult the dimensional information to determine

Dimension A (A: 470).

B.

�

�

�

1/2"(13mm)

A

470mm

RECOMMENDED TOOLS AND MATERIALS

� Safety Glasses

Measuring Tape�

�

�

�

�

�

�

�

�

�

�

Pencil

Drill

Putty Knife

Silicone Sealant

Pipe Wrench

Plumbers Putty

Level

Cross Screwdriver

Keyhole/Jigsaw

Gloves

Plus:

�

�

�

�

�

�

�

�

�

�

�

�

ROUGHING-IN

NOTE: This cast iron sink requires either an undercounter
bracket(not supplied) or support framing. More details about
undercounter shelf installation, please refer to its installation
instructions. Support framing is covered in the Install the
Support Frame section.

"
"

( K-18414T-NA,

K-18415T-NA, K-18408T-NA)

2.2. Install the Optional Undercounter Kit

K-18415T

K-18414T

K-18408T

K-18415T

K-18414T

K-18408T

120cm Rail Shelf For Cast Iron Sink, 1 Set

For Cabinet with Length of 120cm.

120cm 1

120cm

90cm

For Cabinet with Length of 90cm.

Rail Shelf For Cast Iron Sink, 1 Set
90cm 1

90cm

Triangle-frame Shelf For Cast Iron Sink, 1 Set
1

For Cabinet of any length. The shelf shall be installed to the main wall
behind the cabinet.

Triangle-frame Shelf
For Cast Iron Sink

Shelf

Shelf

5. System Drainage and Connect Supplies

�

�

�

Connect the faucet supply lines.

Connect the drain assembly.

Open the faucet valves, and check for leakage.

5.

�

�

�

Nut

Gasket

Gasket

Nut
�

�

�

Immediately wipe away any excess sealant, and fill any

voids as needed.

Verify that the sink has not moved out of position.

Allow the sealant to cure at least 30 minutes before

proceeding.

�

�

� 30

Sealant

A

Side to Side Installation

Rails

�

�

�

�

�

�

Adjust the rail shelf, upside surface
of the rail shelf the same level with nether surface of the
cabinet if needed.

Lower the sink into the cabinet. Verify the sink is
supported by the frame.

Verify the sink is level, make any adjustments as needed.

Install the countertop.

Apply a thin bead of silicone sealant where the sink meets
the countertop.

Immediately wipe away any excess sealant with a damp
cloth. Fill any voids if needed.

Allow the sealant to cure for at least 30 minutes before
proceeding.

�

�

�

�

�
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Wipe away excess

Apply sealant

K-5871T-2SD K-8669T-2SD

Kohler reserves the right to change marked dimensions without prior notice.
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