

-1-


INSTALLATION INSTRUCTIONS


DOUBLE OPEN
K-99932T


LEFT OPEN
K-99933T-L


RIGHT OPEN
K-99933T-R
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, 2014


Copyright Kohler China Ltd., 2014
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IMPORTANT INFORMATION


1. The product is composed of mirrored cabinet and open


shelf. They are separately packed. Please install according


to their installation instructions.


2. The product contains lighting and anti-fogging equipment.


Please pre-arrange power port of 220V/50Hz.


1.


2.


220V/50Hz


K-99932T
Double Open Cabinet


K-99933T
Single Open Cabinet


TOOLS AND MATERIALS


Drill with Assorted Bits Assorted
Screwdrivers


Band Tape PencilLevelling Ruler


Plus:
�


�


Protective Material
Tape


�


�
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SERVICE KITS.


Wall Bracket


X1


Wall Clips


X2


Snap-in Pins


X10


Caps of Screw


X6


Screw ST3.5X35


X5
ST3.5X35


Wall Anchors


X5


Hole Plugs


X10


Glass Shelf


X2


BEFORE YOU BEGINBEFORE YOU BEGIN


WARNING: Risk of electric shock. Disconnect


power before servicing.


WARNING: Risk of electric shock:


Connect only to a properly-grounded, grounding-type


receptacle which is protected by a 220~240V, 50Hz


Ground-Fault Circuit-Interrupter (GFCI) or Residual


Current Device (RCD). Do not remove the grounding


pin or use a grounding adapter.


Consult the online users guide at kohler.com for more


information.


Kohler Co. reserves the right to make revisions in the


design of products without notice.


�


�


220~240 50 GFCI


RCD


Kohler.com�


�


ROUGHING-IN


UNIT : mmReference Value K-99932T
Double Open Cabinet


900


847
Installation hole of wall clip


8
0


5
7
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1
3
4


1
0
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710
Installation hole of wall bracket


886
Installation hole of open shelf


117


8
1
5


6
0
0


6
6
7


3


2
1
2


95
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K-99933T
Single Open Cabinet


Kohler reserves the right to change marked dimensions without prior notice.


500


447
Installation hole of wall clip


5
7
6


1
3
4


1
0
6


310
Installation hole
of wall bracket


886
Installation hole of open shelf


117


8
1
5


6
0
0


6
6
7


3


2
1
2


95


INSTALLATION


NOTE


�


�


�


It is recommended to install open shelf first. Make sure


there must be at least 76mm gap between cabinet bottom


and facet top.


When lifting the cabinet, please support the two sides with


both hands to avoid touching door bottom (which is easily


to open and drop).


Unfold the "template" on the wall to locate the installation


hole (as shown).


�


�


�


76mm


(


)


( )


900


847


4475
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8
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320


886


1
3
4
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6


2-
6


2- 6


2-
6


3- 6
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1. Drill a 6 hole and insert wall anchor.


2. Fix the wall bracket with ST3.5x35 pan head self-tapping


screw.


3. Put the cabinet onto the wall bracket.


A. When installing cabinet onto the wall bracket, please


pay attention to its position.


B. Avoid knocking the wall with the sharp corner of side


mirror.


1. 6


2. ST3.5X35


3.


A.


B.
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4. Fix the cabinet with wall clip.


5. Install snap-in pins.


6. Install glass shelf.


7. Open hinge cover before adjusting the door.


4.


5.


6.


7.
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8. Adjust the hinge as shown when necessary.


9. Connect power supply.


Button Functions


8.


9.


Horizontal


Vertical


Depth


220V/50Hz


Fixture Outlet


Hot


Groung


Neutral


Wiring Color


Brown


Yellow


Blue


Button Icon Functions


Power


Increase Brightness


Decrease Brightness


Switch on or switch off power(the light flashes under standby mode)
( )


Press this button to increase brightness.


Press this button to decrease brightness.


NO


1


2


3
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1.


2.


3.


4.


5. .


6. .


7.


USER MAINTENANCEUSER MAINTENANCE


Warn! Risk of product damage.


1.


2.


3.


4.


5. The mirrored cabinet door and interior are constructed of
mirror and aluminum. Use only a damp cloth to clean.
Spray the cloth, not the mirror when cleaning. Mirrors are
damaged by the use of ammonia or vinegar based
cleaners. Rubbing alcohol can be used for stubborn stains


6. Use no abrasive cleansers on any part of the mirrored
cabinet.


7. The white frame should be cleaned with a damp cloth only.


Many cleansers contain abrasive and chemical substance
which is not suitable for cleaning stainless steel, enamel,
plating or plastic products. You may use mild cleansers or
soaps to clean the surfaces. Wipe any splashes of cleaner
solutions from the surface with clean soft cloth.


Maintain ventilation in the bathroom, and separate the dry
area from the damp one if conditions permit. Try to open
the door and windows of the bathroom and maintain good
ventilation.


Kohler mirrored cabinet are dealt with strict procedures for
damp-proof, whose good damp-proof function ensures
good performance even in bathroom of huge humidity. Yet
do not splash and pour water directly on the mirrored
cabinet. Make sure that the bathroom is not over damp
and wipe any splashes from surfaces immediately.


Maintenance of door board: Clean and wipe door board
regularly, and wipe the condensation vapor with dry and
soft cloth.


.
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