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INSTALLATION INSTRUCTIONS

LINEAR FLOOR DRAIN

K-702093T/K-702095T

KOHLER CHINA INVESTMENT CO., LTD NO.158, JIANG CHANG SAN ROAD,
JING'AN DISTRICT, SHANGHAI, PRC POST CODE: 200436

( ) 158 200436

ROUGHING-IN
UNIT : mmReference Value

Kohler reserves the right to change marked dimensions without prior notice.

INSTALLATION
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1. Confirm installation location. Clean
floor and waste pipe.

1.

2. Insert the floor outlet into the waste
pipe and level the floor drain.

2.

3. Move the floor drain away. Pour
some mortar on the floor drain site.
Apply some adhesive over the
inside wall of the waste pipe.

3.

4. Insert the floor drain outlet back into
the waste pipe and level the floor
drain again.

4.
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CARE AND CLEANINGCARE AND CLEANING

For best results, keep the following in mind when caring for
your KOHLER product:

Use a mild detergent such as liquid dishwashing soap and
warm water for cleaning. Do not use abrasive cleaners
that may scratch or dull the surface.
Carefully read the cleaner product label to ensure the
cleaner is safe for use on the material.
Always test your cleaning solution on an inconspicuous
area before applying to the entire surface.
Do not allow cleaners to sit or soak on the surface.
Wipe surfaces clean and rinse completely with water
immediately after cleaner application. Rinse and dry any
overspray that lands on nearby surfaces.
Use a soft, dampened sponge or cloth. Never use an
abrasive material such as a brush or scouring pad to
clean surfaces.
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5. After the adhesive cures, pour some
water into the floor drain. Check for
leakage.

5.

6. If there is no leakage, finish the
following layer in proper order:
mortar, primer coat, water-proof
sealant, cement and tiles. The
finished floor shall have a 2% slope.

6.

2%2% Slope
2%

7. Seal the gap between the floor drain
and tiles with silicone. Put back the
valve, strainer and grid.

7.

8. Insert wood board or ceramic tile
into the floor drain assembly as
desired.

8.Wood Board/Ceramic Tile

1427737-T01-A


