
ขอมูลในคูมือน้ีมาจากขอมูลผลิตภัณฑลาสุดท่ีมีอยูในชวงเวลาการ
จัดพิมพบริษัทฯขอสงวนสิทธ์ิในการเปล่ียนแปลงขอมูลผลิตภัณฑ 
บรรจุภัณฑที่มีอยูโดยมิตองแจงใหทราบลวงหนา

คูมือนี้มีขอมูลสำคัญ โปรดมอบเอกสารใหกับเจาของผลิตภัณฑ

รูปภาพของผลิตภัณฑท่ีแสดงข้ันตอนการติดต้ังอาจแตกตางจากรุน 
ที่ดำเนินการติดตั้ง

ขอสังเกต:
1. เปดวาลวน้ําทำความสะอาดทอน้ําดีเพ่ือขจัดเศษส่ิงสกปรกตางๆ
2.  แนะนำใหต้ังคาแรงดันน้ําท่ี 2 ถึง 5 บาร
3.  คาแรงดันน้ําสูงสุดไมเกิน 0.5Mpa. (5 บาร) หากคาแรงดันมากกวา 
0.5Mpa. (5 บาร) ปรับใหคาแรงดันลดลง อุณหภูมินํ้าสูงสุดที่ 60 
องศาเซลเซียส โปรดเก็บหัวฝกบัวใหหางจากเครื่องทำความรอน 
ซึ่งอาจทำใหผลิตภัณฑเสียหายหรือเกิดอันตรายแกผูใช

BEFORE YOU BEGIN

All information is based on the latest product 
information available at the time of publication. Kohler 
Co. reserves the right to make changes in product 
characteristics, packaging, or availability at any time 
without notice. 

Please leave these instructions for the consumer. 
They contain important information.

The product pictured in the installation steps may 
differ from the model being installed. 

NOTES:
1. Flush the water supply pipes thoroughly to remove 
debris.
2. Recommended working pressure: 2 to 5 bars.
3. The highest working pressure for spray is 0.5Mpa(5 
bars). If it exceeds 0.5Mpa(5 bars), a pressure 
reducer is needed. The highest water and 
environment temperature is 60°C. Please keep spray 
away from heater, or maybe damage it and hurt user.
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INSTALLATION INSTRUCTIONS 
ขอแนะนําการติดตั้งและการดูแลรักษา

Katalyst Air Shower Head
หัวฝกบัวกานแข็งระบบแคตทาลิส 

ROUGH-IN DIMENSIONS
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มาตรฐานผลิตภัณฑ STANDARD APPLICABLE

สุขภัณฑผลิตภายใตมาตรฐานผลิตภัณฑอุตสาหกรรม (มอก.) Special model meets or exceeds the following at date 
of manufacture: TIS 

ระยะการติดตั้ง

กอนเริ่มการติดตั้ง

13690X

65

G1/2"

Ø305

13694X

88

G1/2"

Ø316

หัวฝกบัวกานแข็งระบบแคตทาลิส 
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INSTALLATION 

จายนํ้ารอนและนํ้าเย็นผานกานฝกบัว (2, ไมอยู 
ในชุด) เปนเวลา 1 นาทีกอนติดตั้งหัวฝกบัว (1) 
ใชเทปพันเกลียวสำหรับงานประปาพันสวนปลาย 
ของกานฝกบัว จากนั้นติดตั้งหัวฝกบัวแลวขัน 
ใหแนนดวยประแจรัด

อุปกรณประกอบ SERVICE PARTS

1030624
Flow Regulator
ตัวลดแรงดันนํ้า

Flush both water supplies through the 
shower arm(2, not provided) for one 
minute before the showerhead(1) is 
installed. Apply tape or sealant to the 
exposed end of the shower arm. Tighten 
the showerhead with a strap wrench.
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การติดตั้ง

CARE AND CLEANING 

For best results, keep the following in mind when 
caring for your product: 
    Always test your cleaning solution on an 
    inconspicuous area before applying to the entire
    surface.  
    Wipe surfaces clean and rinse completely with
    water immediately after applying cleaner. Rinse and
    dry any overspray that lands on nearby surfaces.       
    Do not allow cleaners to soak on surfaces.
    Use a soft, dampened sponge or cloth. Never use
    an abrasive material such as a brush or scouring
    pad to clean surfaces.
• The ideal cleaning technique is to rinse thoroughly
    and blot dry any water from the surface after each 
    use. 

•  

•

••

การดูแลรักษาและทําความสะอาด

เพื่อการดูแลรักษาและทําความสะอาดผลิตภัณฑของทาน
อยางมีประสิทธิภาพ โปรดปฏิบัติตามคําแนะนําดังนี้

• ทดสอบน้ำยาทําความสะอาดกับพื้นผิวผลิตภัณฑในบริเวณ
ที่ไมเปนที่สังเกตกอนใชนํ้ายาทําความสะอาด

• หลังจากที่ใชนํ้ายาทำความสะอาด เช็ดทำความสะอาดและ
 ลางนํ้าออกทันที จากนั้นเช็ดใหแหง

• หามแชนํ้ายาทำความสะอาดบนพื้นผิวผลิตภัณฑ

• ใชฟองนํ้าหรือผานุมทำความสะอาดพื้นผิวผลิตภัณฑ หามใช
วัสดุหยาบ เชน แปรงหรือแผนขัด

• ขอแนะนำในการดูแลพ้ืนผิวผลิตภัณฑคือ ลางน้ําสะอาดใหท่ัว
และเช็ดคราบน้ําบนพ้ืนผิวผลิตภัณฑหลังจากการใชงานทุกคร้ัง
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77420
Screen Washer
แหวนรอง

**ระบุรหัสวัสดุเคลือบผิว/สีในการสั่งซื้อผลิตภัณฑ
**Color code must be specified when ordering

Call Center: +(66) 2204 6222 
e-mail: callcenterthailand@kohler.com

การรับประกันสินคา LIMITED WARRANTY
Kohler (Thailand) Public Company Limited warrants to the original 
products, which are purchased from authorized distributors and dealers 
within Kingdom of Thailand only, to be free of defects in material and 
workmanship.

Within the below mentioned periods from the date of purchase, 
Kohler(Thailand) Public Company Limited will at its election, repair, 
replace or make appropriate adjustment where company’s inspection 
disclose any such defect occurring in normal usage and maintenance but 
is not responsible for labor charges, removal charges, installation, or 
other incidental or consequential costs. In no event shall the liability of 
Kohler(Thailand) Public Company Limited exceed the purchase price 
of the product. This warranty applies only to Kohler Faucets installed in 
Thailand. 
    • Ceramic  Valve(leak/drip) 
        - Lifttime Limited Warranty* for residential use  
        - and Five (5) Years for commercial use
    • Finish                                    One(1) Year 
    • Fitting                                    Three(3) Years
    • Automatic faucet                   One(1) Year
    • Hygiene spray(leak/drip        Five(5) Years for selected models
      from hygiene spray body)      only
    • Shower                                  One(1) Year 
    • Bathroom accessories          One(1) Year 
This limited warranty DOES NOT COVER the defect or damage caused by 
accident, natural disasters such as fire, flood, or earthquake, misuse or 
abuse of products. Improper care and cleaning will avoid the warranty. 
Consumers are responsible for the cost of service parts and service fee 
for such cases. 

To ensure continuous product quality and performance, as well as 
product durability and lifetime, without any damage to the product, 
consumers should purchase and use only genuine service parts and 
after-sales services from Kohler (Thailand) Public Company Limited or 
company’s authorized service centers, distributors, or dealers only. 

*KOHLER®   Faucet Lifetime Limited Warranty

Kohler (Thailand) warrants its faucets manufactured after January 1, 
1997, to be leak and drip free during normal residential use for as long as the 
original consumer purchaser owns his or her home. If the faucet should 
leak or drip during normal use, Kohler (Thailand) will, free of charge; 
replace the new cartridge necessary to put the faucet in good working 
condition.

Kohler (Thailand) also warrants all other aspects of the faucet or 
accessories (“Faucet”)**to be free of defects in material and workmanship 
during normal residential use for as long as the original consumer 
purchaser owns his or her home. If a defect is found in normal residential 
use, Kohler (Thailand) will, at its election, repair, provide a replacement 
part or product, or make appropriate adjustment. Damage to a product 
caused by accident, misuse, or abuse is not covered by this warranty. 
Improper care and cleaning will also void the warranty.

Proof of purchase (original sales receipt) must be provided to 
Kohler(Thailand) with all warranty claims. Kohler (Thailand) is not 
responsible for labor charges, installation, or other incidental or consequen-
tial costs. In no event shall the liability of Kohler (Thailand) exceed the 
purchase price of the Faucet. 

Important: Never use cleaners containing abrasive cleansers, ammonia, 
bleach, acids, waxes, alcohol, solvents or other products not 
recommended for chrome. This will void the warranty. 

To obtain warranty service, please contact your dealers or contact the 
KOHLER (Thailand) Call Center, together with proof of purchase at;

Call Center 

KOHLER (Thailand) Public Company Limited
16th Floor, Jasmine City Building
2 Soi Sukhumvit 23, Sukhumvit Road,
Wattana, Bangkok 10110 
Tel:  02204-6222 Fax: 0-2204-6224
Email: callcenterthailand@kohler.com
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