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1230650-X4-C

Call Center:  0-2204-6222 
kohler.com

Product Diagram

RECESSED SHOWER 
VALVE-COLD WATER ONLY

K-99979T 
Features
•	 Solid metal construction
•	 G1/2" connection 
•	 Leak-free ceramic disk valve
•	 Easy, sealant-free trim installation
•	 Lift and turn handle operation

Codes/Standards Applicable
Specified model meets or exceeds the following:
•	 N/A

Installation Notes
Install this product according to the installation guide.

Dimensions are approximate.
Unit: mm

Note: Flow rates are approximate. (1 gallon = 3.785 liters, 1 bar = 14.5 psi)

Model Description Color/Finished
K-99979T-4CD Kumin recessed shower valve-cold water only CP: Polished Chrome
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วาล์วเปิด-ปิดน�้ำเย็นแบบก้านโยก ชนิดฝังผนัง

K-99979T 

คูมิน

รุ่นผลิตภัณฑ์
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1230650-X4-C

ลูกค้าสัมพันธ์: 0-2204-6222 
kohler.com

ภาพแสดงผลิตภัณฑ์

หมายเหต:ุ	 อตัราการไหลคา่โดยประมาณ  	(1 แกลลอน = 3.785 ลติร, 1 บาร์ = 14.5 psi)

ขนาดระยะแสดงคา่โดยประมาณ
หนว่ย: มม.

คุณลักษณะ
•	 ผลิตจากโลหะ
•	 เกลียวข้อต่อ G1/2"
•	พร้อมเซรามิกวาล์วกันการรั่วซึม
•	ติดตั้งง่าย
•	 โยกและหมุนเพื่อใช้งาน

มาตรฐาน
คุณสมบัติตามมาตรฐาน
•	 ไม่ระบุ

ข้อสังเกตส�ำหรับการติดตั้ง
ตดิตัง้ผลติภณัฑ์โดยใช้คูมื่อแนะน�ำการตดิตัง้

รุ่น ชื่อผลิตภัณฑ์ สี/วัสดุเคลือบผิว
K-99979T-4CD วาล์วเปิด-ปิดน�ำ้เยน็แบบก้านโยก ชนิดฝังผนงั รุ่นคมิูน CP: สีโครมเงา
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