
BEFORE YOU BEGIN

ROUGH-IN DIMENSIONS

All information is based on the latest product information available at the time of publication. Kohler 
Co. reserves the right to make changes in product characteristics, packaging, or availability at any time 
without notice.
Please leave these instructions for the consumer. They contain important information.

NOTE:
1. Flush the water supply pipes thoroughly to remove any debris.
2. Observe all local plumbing and building codes.
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99060IN-CP JULY BATH SPOUT WITHOUT DIVERTER
ALEO BATH SPOUT WITHOUT DIVERTER99061IN-CP

INSTALLATION INSTRUCTIONS
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CLEANING INSTRUCTION
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Supply Pipe
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CORRECT INSTALLATION METHOD INCORRECT INSTALLATION METHOD
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99060IN-CP JULY BATH SPOUT WITHOUT DIVERTER
ALEO BATH SPOUT WITHOUT DIVERTER99061IN-CP

SERVICE PARTS
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SERVICE PARTS

INSTALLATION -  ASSEMBLY
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1. APPLY TEFLON TAPE ON THREADS 
    TO AVOID LEAKAGE 

1. AFTER MOUNTING CHECK
    FOR LEAKAGE 

SPOUT

SET SCREW

HEX WRENCH

ESCUTCHEON ASSEMBLY

SPOUT ASSEMBLY

CONNECTOR ASSEMBLY

CONNECTOR ASSEMBLY

1. AFTER MOUNTING CHECK
    FOR LEAKAGE 

SPOUT PRESS AGAINST WALL & TIGHT SET SCREW

CONNECTOR ASSEMBLY

1. CONNECTOR THREADED AREA
    SHOULD BE INSIDE THE WALL.
    CUT CONNECTOR THREADS 
    IN CASE IT IS COMING OUT
    SIDE THE WALL

 SUPPLY PIPE


